
How to adjust the Initial Delay, power percentage points & build time 

 

This feature allows a user to set an adjustable initial delay time, 5 independently adjustable power 

percentage points and an adjustable build time, for each of 6 gear linked programs.  

The Max will act on the selected settings (program) as soon as it receives a signal from the throttle 

position sensor or throttle switch. 

From the START menu, press the <ENTER> button to go to the MAIN MENU 

In the MAIN menu, align the cursor with SET POWER using the <UP/DOWN> buttons and then press 

the <ENTER> button. 

With the cursor aligned with the Gear number (top line) pressing the <UP/DOWN> buttons will scroll 

through the 6 gear programs. Press the <ENTER> button to move the cursor to Point 1 (2nd line) 

With the cursor aligned with Point 1, pressing the <UP/DOWN> buttons will adjust the first power 

point percentage setting. When the desired setting has been selected, press the <ENTER> button to 

move to the next power point (Point 2) and adjust the setting to the desired level using the 

<UP/DOWN> buttons. Repeat this process for all 5 power points. 

Pressing the <ENTER> button after setting the 5th point will automatically move the cursor down to 

BUILD T (3rd line), where pressing the <UP/DOWN> buttons will adjust the setting.  

Pressing the <ENTER> button after setting the Build Time automatically moves the cursor down to 

DELAY T (4th line), where pressing the <UP/DOWN> buttons will adjust the setting. 

Pressing the <ENTER> button after setting the Delay Time automatically moves the cursor back to 

the top line, enabling the user to press the <UP/DOWN> buttons to move to the next gear program.  

Press the <EXIT> button TWO times to return to the MAIN screen. 

 

Screen access flow chart below: 
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